
' UTAH OIL AND GAS CONSERVATION COMMISSION

REM KS WELL LOG ELECTRICLOGS FILE X WATER SANDS LOCATlON INSPECTED SUB REPORT/abd

DATE FILED 7&28-83
LAND: FEE & PATENTED STATE LEASE NO. PUBLIC LEASE NO. U-50372 INDIAN

DRILLING APPROVED: 9-8-83 - OIL (Exception Location)
SPUDDED IN:

COMPLETED: PUT TO PRODUC1NG:

INITIAL PRODUCTION:

GRAVITY A.P.I.

GOR

PRODUCING ZONES

TOTAL DEPTH

WELL ELEVATION:

DATE ABANDONED:

FlELD: WILDCAT 3/N
UNJT

COUNTY: DUCHESNE
WELL NO. CHOKE CHERRY FED. 8-31 API #43-013-30818
LOCATION 1980 ' FNL FT FROM (N) (S) LINE, 1300 ' FEL FT FROM (E) (W) LlNE SENE 1/4 - 1/4 SEC

TWP. RGE. SEC OPERATOR TWP RGE. SEC. OPERATOR

108 15E 31 LONAXEXPLORATION
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Forrn 9-331 C SUBMIT IN CATE* Form approved.
(May 1963) (Other instructions oss liudget Bureau No. 42-R142

UNITED STATES .
reverseside)

DEPARTMENTOF THE 1NTERIOR -cL
SIGNATION AND RIAL NO.

GEOLOGICAL SURVEY
-

U-50372 V

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUG BACK G. IF INDIAN, ALLOTTEE OB TRIBE NAME

la. TYPE OF WORK

DRILL El DEEPEN PLUGBACK O 7. UNIT AGREEMENT NAME

b. TYPE OF WELL

I,L rir,r. O oma
>N sE MOUN OR mm

2. NAME OF OPERATOft Choke Cherry Federal
Lomax Exploration Company . WEI,L NO.

3. ADDRESS OF OPERATOR

P.O. Box 4503, Houston, TX 77210 ro. FIELD AND POOL, WILDCAT

4. LOCATION OF WELL (Report location clearly and in accordance with any Stat equirements.*)
At surface

1980' FNL & 1300' FEL SE/NE 11...c..2...........ex.
AND SURVEY OR AREA

At proposed prod. zone
Section 31, T10S, R15E

14. DISTANCE IN 31ILES AND DIRECTION FRO31 NEAREST TOWN OR POST OFFICE* 12. COUNTY OR FARISH 13. STATE

26 miles Southwest of Myton, Utah Duchesne Utah
16. DISTANCE FRO31 PROPOSED* 16. No. OF ACRES IN LEASE 1Î. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL
PROPERTY OR LEASE LINE,FT. ggni n ny n
(Also to nearest drlg. unit line, if any UUU C 37.7/ U

INN : biO.il ÃE ÖCiT ON* 19. PROPOSED DEPTH 20. ROTARY OR CABLE TOOLS
TO NEAREST WELL, DRILLING. CO31PLETED.

OR APPAD FOR, ON THIS LEASE, Fr N/A 5500' Rotary
21. ELEVATIONS (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WORK WILL START*

7315' GR | September 1, 1983
23. . PROPOSED CASING AND CEMENTING PROGRAM

SIZE HOLE RIZE OF CASINc WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

12 1/4 8 5/8 24 300 To Surf ace
7 7/8 5 1/2 17 TO As Required

BYTHEST TE
Ott.

DATE:
By: .R 2 8 MB

DIV.0
IN AROVE SPA E DESCP BE PROP SE AdRot : If proposal is to deepen or plã hack, give data on prese oductive
zone. If prolo.al is Á drill or en directionally. give pertinent data on subsurface locations and rneasured and true vertical depths. =ive blowout

presenter pro r m, if a y.

stasen G. L. Pruitt ,,,,.x V.,P. Drilling & Production ,,, July 25, 1983

(This space for Fd ral or State otlice usM

PER311T NO APi'HOVAI. DATE

APPROVED BY TIT).E DATE

CONDITIONS F API'H VAL, IF ANY
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LOMAX EXPLORA lON CO.
T/OS , R/5E , S.L.8.8M. Wen location, FED.*g-3/,

locoted as shown in the SE I/4
NEl/4 Section 31, T10S, R15E,
S.L. B. 8 M. Duchesne County, Utah.

WEST
82. 33

Lot /
o

EED # 7- 3/ 1300'
Lot 2

E/er. Ungraded Ground -

73/5' N

°o

z

Lot 3
CERiiFeCATE..

S 79½ 'M' NF ûbú, PLAT WAS PREPANE.E FROM

N $ ACT AL SUME*S MA i BY ML OR JNDER MY

htP R S AND MP '-E SAME a 'Rut AN CORRECT TO THE

REGISTERED LAND S
REGISTRATION N9 Og

Lot 4 Lot 5 Lot 6 Lot 7 STATE OF UTAH

UINTAH ENGINEERING a LAND SURVEYING
82. 46 P 0. BOX Q - 85 SOUTH - 200 EAST

N 89°40'W CC M VERNAL, UTAN - woo78NS9°28'W
SCALE DATE

7/ 20/ 83
PARTY REFERENCES

RK JF RP GLO Plat
WEATHER FILE

X = Section Corners Located - Fair
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TEN POINT WELLPROGRAM

LOMAXEXPLORATIONCOMPANY
Choke Cherry Federal #8-31
SE/NE Section 31, T10S, R15E
Duchesne County, Utah

1. GEOLOGICSURFACEFORMATION:

Uinta formation of Upper Eocene Age

2. ESTIMATEDTOPS OF IMPORTANTGEOLOGICMARKERS:

Uinta 0 - 2300'
Green River 2300'
Wasatch 6500'

3. ESTIMATEDDEPTHS OF ANTICIPATED WATER,OIL, GAS OR MINERALS:

Green River

4. PROPOSEDCASING PROGRAM:

8 5/8", J-55, 24#; set at 300'
5 1/2", J-55, 17#; set at TD
All casing will be new

5. MINIMUMSPECIFICATIONS FOR PRESSURECONTROL:

The operators minimum specifications for pressure control equipment
are as follows:

A 10" Series 900 Hydril Bag type BOP and a 10" Double Ram Hydraulic
unit with a closing unit will be utilized. Pressure tests of B0P's to
1000= will be made prior to drilling surface plug and operation will
be checked daily. (See exhibit A)

6. TYPE ANDCHARACTERISTICSOF THE PROPOSEDCIRCULATION MUDS:

It is proposed that the hole be drilled with fresh water to the "J"
zone and with mud thereafter. The mud system will be a water based
gel-chemical, weighted to 10.0 ppg as necessary for gas



LOMAXEXPLORATIONCO NY
Choke Cherry Federal -31

SE/NE Section 31, T10S, R15E
Duchesne County, Utah

7. AUXILIARY SAFETY EQUIPMENTTO BE USED:

Auxiliary safety equipment will be a Kelly Cock, bit float, and a TIW
valve with drill pipe threads.

8. TESTING, LOGGINGANDCORINGPROGRAMS:

No coring or drill stem testing has been scheduled for this well. The
logging will consist of a Dual Induction Laterolog and a CompensatedNeutron-Formation Density.

9. ANTICIPATED ABNORMALPRESSURE.0R TEMPERATURE:

It is not anticipated that abnormal pressures or tempëratures will be
encountered; nor that any other abnormal hazards such as H2S gas will
be encountered in this area.

10. ANTICIPATED STARTINGDATEANDDURATION OF THE OPERATIONS:

It is anticipated that operations will commence approximately September 1,
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LOMAXEXPLORATION

13 Point Surface Use Plan

For

Well Location

Federal #8-31

Located In

Section 31. Tios, R15E, S.L.B.& M.

Duchesne County,



Federal #8-51
Section 31, TlOS, RlbE, S.L.B.& M.

1. EXISTING ROADS

See attached Topographic Map "A".

To reach LOMAXEXPLORATION well location site Federal #7-31, located
in the SW 1/4 NE 1/4 Section 31, TlOS, R15E, S.L.B.& M., Duchesne County,
Utah:

Proceed Westerly out of Myton, Utah along U.S. Highway 40 1.5 miles +

to the Junction of this Highway and Utah State Highway 53; proceed
Southerly along Utah State Highway 53 - 20.9 miles + to its junction with
an existing dirt road to the Southwesterly along this road 1.7 miles to
its junction with the proposed access road to be discussed in Item Ñ2.

The highways mentioned in the foregoing paragraph are bituminous
surfaced roads to a point 1.5 miles on Highway 53; thereafter the roads
are constructed with existiñg materials and gravels. The highways are
maintained by Utah State road crews. All other roads are maintained by
County crews.

The aforementioned dirt oil field service roads and other roads in the
vicinity are constructed out of existing native materials that are
prevalent to the existing areas they are located in, and range from clays
to a sandy-clay shale material.

The roads that are recuired for access during the drilling phase,
completion phase, and production phase of this well will be maintained at
the standards reouired by the B.L.M. or other controlling agencies. This
maintenance will consist of some minor grader work for smoothing of road
surfaces and for snow removal. The last 1.7 miles of existing road
described above will require up-grading and will meet the specification as
outlined below for the proposed access road. There is one fence
encountered along this existing road; it will be cut and replaced with a
cattle guard and gate. (See Topo Map "B").

2. PLAKNED ACCESS ROAD

See Topographic Map "B".

The planned access road leaves the existing location described in Item
#1 in the NW 1/4 NW 1/4 Section 28, T10S, R15E, S.L.E.& M., and proceeds
in a Southwesterly direction approximately 1.9 miles to the proposed
location site.

TLe proposed access road will be en 18" crown road (9' either side of
the centerline) with drain ditches along either side of the proposed road
where it is determined necessary in order to handle any run-off from
normal meterological conditions that are prevalent to this area.

Eack slopes along the cut areas of the road will be l 1/2 to 1 slopes
and terraced.

There will Le no cu1verts required along this access road.

Page



Federal #8-31
Section 31, T10S, R1 , Š.L.B.& M.

It will be determined at the time of the on-site inspection if turnout
will be required along this access road.

There are no fences encountered along this proposed road. There will
be no new gates or cattleguards required.

The lands involved in this action are under B.L.M. jurisdiction.

The terrain that is traversed by this road is relatively flat. The
grade of this road will not exceed 8¾.

3. LOCATION OF EXISTING WELLS

There are no known existing well and no known abandoned wells within a
one mile radius of this location site. (See Topographic Map "E".)

There are no known water wells, injection wells, monitoring or
observations wells for other resources within a one mile radius.

4. LOCATION OF EXISTING AND PROPOSED FACILITIES

There are six known existing LOMAXEXPLORATION wells within a one mile
adius of this location site.

A tank battery site will be set up at the proposed location site. This
tattery will be used to contain production from this well. If in the
event this battery can not te improvised, a flowline will be built which
will extend to an existing battery in the area.

The area will be built if possible, with native materials and if these
materials are not available then the necessary arrangements will be made
to get them from private sources. These facilities will be constructed
using bulldozers, graders and workman crews to construct and place the
proposed facilities. If there is any deviation from the above, all
approporiate agencies will be notified. Eehabilitation of disturbed areas
no longer needed for operation after construction is completed will meet
the requirements of Item #10

5. LOCATION AND TYPE OF WATER SUPPLY

See Topographic Map "B".

At the present time, it is niicipated that the water for this well
will be hauled by truck from aVprivate water source that is indicated on
Topo. Map "A".

In the event that this source is not us.ed, an alternate source will be
used and all necessary arrangements will be made -with the proper
authorities.

There will be no water well drilled at this location site.

Page



Federal #8-31
Section 31, T10S, Rla , S.L.B.& M.

6. SOURCE OF CONSTRUCTION MATERIALS

All construction material for this location site and access road shall
be borrow material accumulated during construction of the location site
and access road. No pit lining material from other sources are
anticipated at this time, but if they are required, the approporiate
actions will be taken to acquire them from private sources.

7. METHOD OF HANDLING WASTE DISPOSAL

See Location Layout Sheet.

A reserve pit will be constructed.

The reserve pit will vary in size and depth according to the water
table at the time of drilling.

One half of the reserve pit will be used as a fresh water storage ar.ea
during the drilling of this will and the other one half will be used to
store non-flammable materials such as cuttings, salts, drilling fluids,
chemicals and produced fluids, etc.

If deemed necessary by the agencies concerned to prevent contamination
to surrounding areas, the reserve pits will be lined with a gel.

The pits will have wird and overhead flagging installed if deemed
necessary to protect the water fowl, wildlife, and domestic animals.

At the onset of drilling, the reserve pit will be fenced on three
sides and at the time drilling activities are complete.d, it will be fenced
or the fourth side and allowed to dry completély prior to the time that
backfilling and other reclamation activities are attempted.

When the reserve pit dries and reclamation activities commence, the
pits will be covered with a minimum of four feet of soil and all
requirements in Item #10 will be followed.

A portable chemical toilet will be provided for human waste.

9. WELL SITE LAYOUT

See attached Location Layout Sheet.

The E.L.M. District Manager shall be notified before any construciton
begins or the proposed 1.ocation site.

As centioned in Item #7, the pits will be unlined unless it.is
determined by .the representatives of the agencies involved that the
materials are too porous and would cause comtemination to the surrounding
area; then the pits will .be lined with a gel and any other .type of
material recessary to make it safe and tight.

Page



Section 31, T10S, Rla , S.L.B.& M.

When drilling activities commence, all work shall proceed in a neat
and orderly sequence.

10. PLANS FOR RESTORATION OF SURFACE

As there is some topsoil on the location site, all topsoil shall be
stripped and stockpiled. (See Location Layout Sheet and Item #9). When
all drilling and production activities have been completed, the location
site and access road will be reshaped to the original contour and
stockpile topsoil spread over the disturbed area.

Any drainages re-routed during construction activities shall be
restored to their original line of flow as near as possible. Fences
aournd pits are to be removed upon completion of drilling activities and
all waste being contained in the trash basket shall be hauled to the
nearest Sanitary Landfill.

Restoration activities shall begin within 90 days after completion of
the well. Once restoration activities have begun, they shall be completed
within 30 days.

When restoration activities have been completed, thelocation site and
access ramp shall be reseeded with a seed mixture recommended by the
B.L.M. Representative when the moisture content of the soil is adequate
for germination. The Lesser further convenants and agrees that all of

.said clean-up and restorati'on activities shall be done and performed in a
diligent and most workmanlike manner and instrict conformity with the
above mentioned Items #7 and #10.

11. OTHER INFORMATION

The Topography of the General Area - (See Topographic Map "A").

The area is a large basin formed by the Uinta Mountains to the North
and the Book Cliff Mountains to the South. The Green River in located
approximately 24 miles to the South of the location site.

The basin floor is interlaced with numerous canyons and ridges formed
by the non-perennial streams of the area. The sides of these canyons are
steep and ledges formed in sandstone ledges, conglomerate deposits, and
shale are common in this area.

The geologic structures of the area that are visible, are of the Uinta
formation (Eocene Epoch) Tertiary Period in the upper elevations and the
cobblestone and younger alluvial deposits from the Quaternay Period.

Outcrops of snadstone ledges, conglomerste deposits and shale are
commin in this area.

The topsoils in the area range from a light brownish-gray sandy clay
(SM-ML) type soil with poorly graded gravels to a clayey (OL) soil.

The majority of the numerous washes and draws in the area are of
non-perennialnature flowing during the early spring run-off and Leavy rain
stroms of long duration which are rare as the normal annual rainfall in
the area is only 8".
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Federal #8-31
Section 31, TlOS, Rl , S.L.B.& M.

Due to the low percipitation average, climatic conditions and the marginal
types of soils, the vegatation that is found in the area are common of the
semi-arid regions and consists of area of sagebrushm rabbitbush some
grasses and cacti as the primary flora. This is also true of the lower
eleyations.

The fauna of the area is sparse and consists predominantly of the mile
deer, pronghorn antelope, coyotes, rabbits and varieties of small ground
souirrels and other types of rodents. The area is used by man for the
primary purpose of grasing domestic sheep and cattle.

The birds of the area are raptors, finchesn ground sparrows, magpies,
crows, and jays.

The Topography of the Immediate Area - (See Topographic Map "B")

Federal #7-31 is located approximately 2.0 miles West of Wells Drw and
4000' Southeast of Five Mile Canyon.

The terrain in the vicinity of the location slopes from the Southwest
through the location site to the Northeast at approximately 6¾ grade.

The vegetation in the immediate area surrounding the location site
consists of sagebrush and grasses with large areas devoid of any
tagetation.

There are no occupied dwellings or other facilities of this nature in
the general area.

There are no visible archaeological, historical or cultural sites
within any reasonable proximity of the proposed location site. (See
Topographic Map "B".)

12..LESSS'S OR OPERATOE'S REPEESENTATIVE

Jack Pruitt
LOMAXEXPLORATION
533 North Belt East, Ste. 880
Houston, TX 77060

1-713-931-9276

15. CERTIFICATION

I hereby certify that I, or persons under my direct supervision have
inspected the proposed drill site and access route; that Ï am familiar
with the conditions which presently exist; that the statements made in
this plan are to the best of myknowledge tru and correct, and that the

Page



Section 31, TlOS, R a , S.L.B.& M.

work associated with the operation proposed herein will be performed by
LOMAXEXPLORATION and its contractos and subcontractors in conformity with
this plan and the terms and conditions under which it is approved.

Date
July 25, 1983

Jac/ Pr ty/

Page
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OPERATOR Á d/O' /ÁØÊ/) Naf/ CU DATE

SEC 6 Œgk~~
~3/ T /pg R / g CDINIY d ¿/ g//6

)(~

3- Qj 3 --- 30 2/ g
API NUMBER WPË D'Ë

POSTRIG CIECK OFF:

INDEX MAP BL

KED PI

PROCESSINGCQtfFETS:

D TR ENGIN , EW:

APPROVALIÆTTER:

SPACING: A-3 c-3-a
UbTIT CAUSENO. DATE

c-3-b ' c-3-c

SPECIAL



RECONGIIÆWELLNAMEANDLDCATIONON APD AGAINSTSAMEDATAON PIAT MAP.

AUTHENTICATEIEASE ANDOPERATORINFŒMATION

IFY ADIQJATE ANDPROPERBOTOING

CATE IF SITE IS IN A NMED FIEID, ETC.

CING IDERATION

c-3-b

c-3-c

CHEŒ DISTANCETO NFARESTWELL.

CHEŒ OUTSTANDINGOR OVERDUEREPORIS FOR OPERATUR'SOTHERWELLS.

IF POTASHDESIGNATEDAREA, SPECIAL IANGJAGEOH APPROVALTÆITER

IN OIL SHAIE DESIGNATEDARFA, SPECIAL APFROVALT



LOMAX
EXPLORATICI

Cl3A4PA14Y
.

AUG?,3 1993
August 32, 1983

DIVISIONOF
O!LGAS&MINING

Minerals Management Service
2000 Administration Building
1745 West 1700 South
Salt Lake City, Utah 84104

Choke Cherry Federal #8-31
SE/NE Section 31, T10S, R15E
Duchesne County, Utah

Gentlemen:

Enclosed is Sundry Notice of Exception Location for the
subject well.

Please advise if you need additional informationa.

Michele Tisdel
Sec., V.P. Drilling & Production

MT
Enclosures 3)

cc: S te of Utah
ivision of Oil and Gas

4241 State Office Building
Salt Lake City, Utah 84114

333 North Belt East•Suite 880•Houston, Texas 77060•713/931-9276
Maißng Address: P.O. Box 4503•Houston, Texas 77210-4503

District Oßiiew248 North Union . Roosevelt, Utah 84066
Mailing Address·P.O. Box 1446•Roosevelt, Utah
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Form 9-331 Form Approved.
? Dec. 1973 Budget Bureau No. 42-R1424

UNITED STATES 5. LEASE
DEPARTMENT OF THE INTERIOR U-50372

GEOLOGICAL SURVEY 6. IF INDIAN, ALLOTTEE OR TRIBE NAME

SUNDRY NOTICES AND REPORTSON WELLS 7. UNIT AGREEMENT NAME
(Do not use this form for proposals to drill or to deepen or plug back to a different
reservoir. Use Form 9-331-C for•ggdli þtsposatse) 8. FARM OR LEASE NAME

oli - gas Choke Cherry Federal
well well other 9. WELL NO.

2. NAME OF OPERATOR 8-31
Lomax Exploration Company 10. FIELDORWILDCATNAME

3. ADDRESS OF OPERATOR Undesignated
P.0. Box 4503, Houston, TX 77210 11. sEC., T., R., M., OR BLK. AND SURVEY OR

4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA

below.) Section 31, T10S, R15E
AT SURFACE: 1980' FNL & 1300' FEL SE/NE 12. COUNTYORPARISH 13. STATE
AT TOP PROD. INTERVAL: QUchesne Utah
AT TOTAL DEPTH: 14. API NO.

16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE,
REPORT, OR OTHER DATA 15. ELEVATIONS (SHOW DF, KDB, AND WD)

7315' GR
REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:
TEST WATER SHUT-OFF
FRAgTURE TREAT
SHOOT OR ACIDIZE
REPAIR WELL (NOTE: Report results of multiple completion or zone
PULL OR ALTER CASING change on Form 9-330.)

MULTIPLE COMPLETE
CHANGE ZONES
ABANDON*
(otherg Exception Locat long

DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates,
including estirnated date of starting any proposed work. If well is directionally drilled, give subsurface locations and
measured and true vertical depths for all markers and zones pertinent to this work.)*

Lomax Ex loration Company requests an Exception Location for the subject well

due to opographic conditions. The terrain in the area prevents us from pla-

cing the location in the center of 1/4 1/4 section. Lomax Exploration Com-

pany controls all acreage within a 660' radius of the proposed location.

THESTATE
OF UTANDIV
OIL,

Subsurface afet Valve: Manu. and Type

18. I here e th foregoing is true and correct

SIGNED •L. PruittTITLE _. ... DRLG. & EROD.DATE . AU.guSt 198L
(This space for Federal or State office use)

APPROVED BY ..____
TITLE _._ DATE

CONDITIONS OF APPROVAL. IF ANY:

*See Instructions on Reverse Side



September 8,1983

Lomax Exploration Company
P. O. Box 4503
Houston, Texas 77210

RE: Well No. Choke Cherry Ped. 8-31
SENE Soc. 31, T.108, R.15E
1980' FNL 1300' FEL
Duchesne County, Utah

Gentlemen:

Insofar as this office,ià concerned, approval to drill the above referred to oil
well on said unorthodox location is hereby granted in accordance with Rule C-3(c),
General Rules and Regulations and Rules of Practice and Procedure,

Should you determine that it will be necessary to plug and abandon this well,
you are horeby requested to immediately notifý the following:

RONALDJ. PIRTH - CÊiefPetroleum Engineer
Office: 533-5771

,

Home: 571-6068

Enclosed please find Porm OGC-8-X, which is to be completed whether or not
water sands (acquifers) are encountered during drilling. Your cooperation in
completing this form will be appreciated.

Purther, it is requested that this Division be notified within 24 hours
after drilling operations commence, and that the drilling contractor and rig
number be identified.

The API number assigned to this well is 43-013-30818.

Chief Petroleum Engineer

RJF|as
cc: Branch of Fluid Minerals



yogys-331 C SUBMIT IN TR TE• Form approved.
(May 1963) (Other instruct on liudget Bureau No. 42-R*(25.

UN ED STATES reverse side)

DEPARTMENT OF THE INTERIOR
. LEASE DESIGNATION AND BERIAI. NO.

GEOLOGICAL SURVEY U-50372

APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUGBACK 6. W NDIAN,ALLOTTEEORTRIBE HE

18. TYPE OF WORK

DRILL El DEEPEN O PLUG BACK O 7. UNIT AGREEMENT NAME

b. TYPE OF WELL

OM
LL

WAELL
OTHER

SINNGLE MOUNLTH=LE 6. - OR R NM

2. NAME OF OPERATOR Choke Cherry Federal
Lomax Exploration Company 9. w=LL No-

3. ADDRESS OF OPERATOR

P.O. Box 4503, Houston, TX 77210 10. FIELD AND POOL, OR WILDCAT

4. CATI NœOF WELL (Report location clearly and in accordance with any State requirements.*) Undesignated
1980' FNL & 1300' FEL SE/NE 11.s.c..r..R.,M.,OEBLK.

AND SURVEY OR AREA

At proposed prod. zone
Section 31, T105, R15E

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* Î2. COUNTY OR PARISH 13. BTATE

26 miles Southwest of Myton, Utah Duchesne Utah
10. DISTANCE FROM PROPOSED* 16. NO. OF ACBES IN LEASE 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAREST TO THIS WELL
PROPERTY OR LEASE LINE, FT. frni *) n n¯1 An

(Also to nearest drig. unit line, if any) OUU C 3.7/ '+U
18. DISTANCE FROM PROPOSED LOCATION* 1Û. PROPOSED DEPTH 2Û. ROTARY OR CABLE TOOLS

TO NEAREST WELL, DRILLING, COMPLETED,
OR APPLIED FOR, ON THIS LEASE, FT· N/A 5500' Rotary

21. ELEVATIONs (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WORK WILL START*

7315' GR \ September 1, 1983
23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

12 1/4 8 5/8 24 300 To Surf ace
7 7/8 5 1/2 17 TD As Required

RECEIVED

APR1 8 19M

DIVISiON OF OIL
GAS &MINING

IN ABOVE SPA DESC BE PROPOSE OGRAM : If proposal is to deepen or plug back, give data on present productive zone and proposed new productIve

zone. If pro o al is drill or e en directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout

preventer pro r m, if a y.

24.

SIGNED G. L. Pruitt TITLE V.P. DriÌÌing PTOduction ... July 25, 1983

(This space for B déral or State office use)
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PROJECT

LOMAX EXPLORATION CO.

T /0S , R /5 E , S. L. B. 8 M. wen location, vro.»8-si, .

located as shown in the SE I/4
NEl/4 Section 31, TIOS, RISE,
S.L. B. 8 M. Duchesne County, Utah.

WEST
82. 33

Lot / o
ao
0) o

e

E/ev. L/ngraded Ground -

73/5

Lot 3

09
Lot 4 Lof 5 Lot 6 Lot 7

U:N a ENG NEERING a LAND SURVEYING
82. 46 PO BOX Q - 85 SOUTH - 200 EAST

N 89°40'W CC /092 VERNAL, UTAN - 840 eN89°28'W

I" = 1000' 7/ 20/ 83
PART RE ERENCES

RK JF RP GLO Plat

WEATHER F

X = Section Corners Located - Fair
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CONDITIONSOF APPROVALFOR NOTICETO DRILL

Chokecherry
Company Lomax Exploration Well No. 8-31

Location Sec. 31 T 10S R 15E Lease No. U-50372

Onsite Inspection Date 8-10-83

All lease and/or unit operations will be conducted in such a manner that
full compliance is made with applicable laws, regulations (43 CFR 3100),
Onshore Oil and Gas Order No. 1, and the approved plan of operations. The
operator is fully responsible for the actions of his subcontractors. A copy
of these conditions will be furnished the field representative to insure
compliance.

All fresh water and prospectively valuable minerals (as described by BLMat
onsite) encountered during drilling, will be recorded by depth and
adequately protected. All oil and gas shows will be tested to determine
commercial potential.

BOP systems will be consistent with API RP 53. Pressure tests will be
conducted before drilling out from under all casing strings which are set
and cemented in place. Blowout preventer controls will be installed prior
to drilling the surface casing plug and will remain in use until the well is
completed or abandoned. Preventers will be inspected and operated at least
daily to ensure good mechanical working order, and this inspection recorded
on the daily drilling report. Preventers will be pressure tested before
drilling casing cement plugs.

The District Office should be notifed, with sufficient lead time, in order
to have a BLMrepresentative on location during pressure testing.

Anticipated cement tops will be reported as to depth, not the expected
number of sacks of cement to be used. The District Office should be
notified, with sufficient lead time, in order to have a BLMrepresentative
on location while running all casing strings and cementing.

No chromate additives will be used in the mud system on Federal and Indian
lands without prior BLMapproval to ensure adequate protection of fresh
water aquifers.

Whether the well is completed as a dry hole or as a producer, "Well
Completion and Recompletion Report and Log" (Form 3160-4) will be submitted
not later than 30 days after completion of the well or after completion of
operations being performed, in accordance with 43 CFR 3164. Two copies of
all logs, core descriptions, core analyses, well-test data, geologic
summaries, sample description, and all other surveys or data obtained and
compiled during the drilling, workover, and/or completion operations, will
be filed with Form 3160-4. Samples (cuttings, fluids, and/or gases) will be
submitted when requested by the authorized officer
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No location will be constructed or moved, no well will be plugged, and nodrilling or workover equipment will be removed from a well to be placed in asuspended status without prior approval of the AO. If operations are to besuspended, prior approval of the A0 will be obtained and notification givenbefore resumption of operations.

The spud date will be reported orally to the A0 within 48 hours afterspudding. If the spudding occurs on a weekend or holiday, the report willbe submitted on the following regular work day. The oral report will befollowed up with a Sundry Notice.

In accordance with Onshore Oil and Gas Order No. 1, this well will bereported on Form 9-329 "Monthly Report of Operations", starting with themonth in which operations commence and continue each month until the well isphysically plugged and abandoned. This report will be filed, in duplicate,to the Vernal BLMDistrict Office, 170 South 500 East, Vernal, Utah 84078.
Immediate Report: Spills, blowouts, fires, leaks, accidents, or any otherunusual occurrences shall be promptly reported in accordance with therequirements of NTL-3A or its revision.

If a replacement rig is contemplated for completion operations, a "Sundry
Notice" (Form 3160-5) to that effect will be filed, for prior approval ofthe AO, and all conditions of this approved plan are applicable during alloperations conducted with the replacement rig.

Should the well be successfully completed for production, the A0 will benotified when the well is placed in a producting status. Such notification
will be sent by telegram or other written communication, not later than 5
days following the date on which the well is placed on production.

Pursuant to NTL-28, with the approval of the District Engineer, producedwater may be temporarily disposed of into unlined pits for a period of up to
90 days. During the period so authorized, an application for approval ofthe permanent disposal method, along with the required water analysis andother information, must be submitted to the District Engineer.

Pursuant to NTL-4A, lessees or operators are authorized to vent/flare gas
during initial well evaluation tests, not exceeding a period of 30 days orthe production of 50 MMCFof gas, whichever occurs first. An application
must be filed with the District Engineer and approval received, for any
venting/flaring of gas beyond the initial 30 day or authorized test period.

A schematic facilities diagram as required by 43 CFR 3162.7-2, 3162.7-3, and3162.7-4 shall be submitted to the appropriate District Office within 30
days of installation or first production, whichever occurs first. All site
security regulations as specified in 43 CFR 3162.7 shall be adhered to. All
product lines entering and leaving hydrocarbon storage tanks will be
effectively sealed in accordance with 43 CFR
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A first production conference will be scheduled within 15 days after receipt
of the first production notice.

No well abandonment operations will be commencedwithout the prior approval
of the AO. In the case of newly drilled dry holes or failures, and in
emergency situations, oral approval will be obtained from the SO. A
"Subsequent Report of Abandonment" Form 3160-5, will be filed with the A0
within 30 days following completion of the well for abandonment. This
report will indicate where plugs were placed and the current status of
surface restoration. Final abandonmentwill not be approved until the
surface reclamation work required by the approved APD or approved
abandonment notice has been completed to the satisfaction of the A0 or his
representative, or the appropriate Surface Managing Agency.

Pursuant to Onshore Oil and Gas Order No. 1, lessees and operators have the
responsibility to see that their exploration, development, production, and
construction operations are conducted in a manner which conforms with
applicable Federal laws and regulations and with State and local laws and
regulations to the extent that such State and local laws are applicable to
operations on Federal or Indian lands.

All travel will be confined to existing access road rights-of-way.

Location of Tank Batteries and Production Facilities:

All permanent (on site for six months or longer) structures constructed or
installed (including oil well pumpjacks) will be painted a flat,
non-reflective, earthtone color to match the standard environmental colors,
as determined by the Rocky Mountain 5 State Interagency Committee. All
facilities will be painted within 6 months of installation. Facilities
required to comply with 0.S.H.A. (Occupational Safety and Health Act) will
be excluded.

If a tank battery is constructed on this lease, it will be surrounded by a
dike of sufficient capacity to contain 1 1/2 times the storage capacity of
the battery.

All loading lines will be placed inside the berm surrounding the tank
battery.

All site security guidelines identified in 43 CFR 3162.7 regulations will be
adhered to.

All off-lease storage, off-lease measurement, or commingling on-lease or
off-lease will have prior written approval from the AO.

Gas meter runs for each well will be located within 500 feet of the
wellhead. The gas flowline will be buried from the wellhead to the meter
and 500 feet downstream of the meter run or any production facilities.
Meter runs will be housed and/or



The oil and gas measurement facilities will be installed on the welllocation. The oil and gas meters will be calibrated in place prior to anydeliveries. Tests for meter accuracy will be conducted monthly for thefirst three months on new meter installations and at least quarterlythereafter. The A0 will be provided with a date and time for the initialmeter calibration and all future meter proving schedules. A copy of themeter calibration reports will be submitted to the Vernal District Office.All meter measurement facilities will conform with the API standards forliquid hydrocarbons and the AGAstandard for natural gas measurement.
The use of materials under BLMjurisdiction will conform to 43 CFR3610.2-3.

Construction material will be located on lease.

Methods of Handling Waste Disposal:

The reserve pit will not be lined.

Burning will not be allowed. All trash must be contained and disposed of bya trash cage and hauled to a sanitar.y landfill.

Produced waste water will be confined to an unlined pit for a period not to
exceed 90 days after initial production. During the 90 day period an
application for approval of a perma ent disposal method and location, along
with required water analysis, will #e submitted for the A0's approval.
Failure to file an application within the time allowed will be considered an
incident of noncompliance, and will \>a grounds for issuing a shut-in order.

Ancillary Facilities:

Camp facilities will not be required.

The stockpiled topsoil will be stored on the west end of the location.

Reserve pits will be fenced with a wire mesh fence and topped with at least
one strand of barbed wire.

Plans for Restoration of Surface:

Immediately upon completion of drilling, the location and surrounding area
will be cleared of all debris, materials, trash and junk not required for
production.

Before any dirt work to restore the location takes place, the reserve pit
must be completely dry and all cans, barrels, pipe, etc. will be removed.

All disturbed areas will be recontoured to the approximate natural contours.

The stockpiled topsoil will be evenly distributed over the disturbed areas.

Prior to reseeding, all disturbed areas, including the access roads, will be
scarified and left with a rough
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Seed will be broadcast or drilled at a time specified by the BLM. Ifbroadcast, a barrow or some other implement will be dragged over the seededarea to assure seed coverage.

The reserve pit and that portion of the location and access road not neededfor production or production facilities will be reclaimed.

A right-of-way will be required for this location.

All trees on this location, greater than 4" in diameter, will be limbed andcut to 4' lengths.

A cattleguard will be required in the access road.

There will be no deviation from the proposed drilling and/or workover
program without prior approval from the AO. Safe drilling and operating
practices must be observed. All wells, whether drilling, producing,
suspended, or abandoned will be identified in accordance with 43 CFR 3162.2.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for approval
for all changes of plans and other operations in accordance with 43 CFR
3164.

The dirt contractor will be provided with an approved copy of the surface
use plan.

A cultural resource clearance will be required before any construction
begins. If any cultural resources are found during construction, all work
will stop and the A0 will be notified.

This permit will be valid for a period of one year from the date of
approval. After permit termination, a new application will be filed for
approval for any future operations.
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CONDITIONSOF APPROVAL

The Vernal District Petroleum Engineers have reviewed the Application forPermit to Drill for technical adequacy and concur with the down hole portionof the request providing the following stipulations are included as a partof the approval:

1. Adequate and sufficient electric/radioactive logs will be run to locateand identify the prime oil shale horizons in the Green River formation.Casing and cementing programs will be adjusted to eliminate any poten-
tial influence of the well bore or productive hydrocarbon zones on theoil shale (and gilsonite or saline minerals) resource(s). Surfacecasing program may require adjustment for protection of fresh wateraquifers. (See attached tentative casing and cementing program for theUinta Basin.)

2. Double Ram Hydraulic B0P's will be pressure tested to a minimum of 2,100psi. Hydril Bag type BOP will be pressure tested to a minimum of 1,500
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O STATEOF UTAH Norman H. Bangerter, GovernorNATURALRESOURCES Dee C. Hansen, Executive DirectorOil, Gas & Mining Dianne R. Nielson, Ph.D., Division Director

355 W. North Temple · 3 Triad Center · Suite 350 · Salt Lake City, UT84180-1203 · 801-538-5340

3une 20, 1985

Bureau of Land Management
Vernal District Office
170 South 500 East
Vernal, Utah 84078

Gentlemen:

Re: lèlí No. Choke Cherry Federal 8-31 - Sec. 31, T. 105., R. 15E.
Duchesne County, Utah - Lease No. U-50372
Operator of Record: Lomax Exploration Company

The above refërenced well in your district was given federal
approval to drill April 17, 1984. This office has not received
notification of any activity on this location.

Please let me know what action, if any, the Bureau of Land
-Management is taKing on this well.

Thank you for your help in keeping our records up to date.

e

Pam Kenna
Well Records Specialist

Enclosure
cc: Dianne R. Nielson

Ronald 3. Firth
John R. Baza
File

Ol70S/62

Q OCUCI C DCEÍUDËÍV
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O STATEOF UTAH Norman H. Bangerter, Governor
NATURALRESOURCES Dee C. Hansen, Executive Director
Oil, Gas & Mining Dianne R. Nielson, Ph.D., Division Director

355 W. North Temple •3 Triad Center· Suite 350 • Salt Lake City, UT84180-1203•801-538-5340

3une 24, 1985

Bureau of Land Management
Vernal District Office
170 South 500 East .

Vernal, Utah 84078

Gentlemen:

Re: Well No. Choke Cherry Federal 8-31 - Sec. 31, T. 105., R. 15E.
Duchesne County, Utah - Lease No. U-50372
Operator of Record: Lomax Exploration Company

The above referenced well in your district was given federal
approval to drill April 17, 1984. This office has not received
notification of any activity on this location.

Please let me know what action, if any, the Bureau of Land
Management is taking on this well.

Thank you for your help in keeping our records up to date.

Sincerely,

Pam Kenna
Well Records Specialist

Enclosure
cc: Dianne R. Nielson

Ronald J. Firth
John R. Baza
File

Ol70S/62

an equal opportunity



Bureau of Land Management
Vemal District Offico

RECEIVED
JUL 2 2 1985

3162.35
U-820 01Vintúj¾ OF OIL
0-50372 GAS & MINING

July 16, 1985

Lomax Exploration Company
P. 0. Box 4503
Houston, TX 77210

RE: Rescind Application for Permit to Drill
Well No. Choke Cherry Fed. 8-31
Section 31, T10S, R15E
Duchesne County, Utah '

Lease No. U-50372

The Application for Penait to Orill the referenced well was approved on
April 17, 1984. Since that date, no known activity has transpired at the
approved location. Under current District policy, Applícations for Permit
to Drill are effective for a period of one year. In view of the foregoing,
this office is rescinding the approval of the referenced application
without prejudice. If you intend to drill at this location art a future date,
a new Application for Permit to Drill must be submitted.

This office requires a letter confirming that no surface disturbance has been
made for this drill site. An,ysurface disturbance associated with the
âpproved location of this well is to be rehabilitated, A schedule for this
rehabilitation must be submitted to this office. Your cooperation in this
matter is appreciated.

Sincerely,

Cra%g M. Hansen
ADMfor Minerals

bcc: State Div. OG & M
well



STATEOF UTAH Norman H. Bangerter, Governor
NATURALRESOURCES Dee C. Hansen, Executive Director
Oil, Gas & Mining Dianne R. Nielson, Ph.D., Division Director

355 W. North Temple · 3 Triad Center • Suite 350 · Salt Lake City, UT84180-1203· 801-538-5340

August 6, 1985

Loma× Exploration Company
P.O. Box 4503
Houston, Texas 77210

Gentlemen:

Re: Well No. Choke Cherry Fed. #8-31 - Sec. 31, T. 10S., R. 15E.,
Duchesne County, Utah - API #43-013-30818

In concert with action taken by the Bureau of Land Management,
3uly 16, 1985, approval to drill the above referenced well is hereby
rescinded.

A new "Application for Permit to Drill" must be filed with this
office, for approval, prior to future drilling of the subject
location.

Sincerely,
.

3o R. Baza
Pe roleum Engineer

pk
cc: Dianne R. Nielson

Ronald 3. Firth
File

Ol70S/14

an equal opportunity
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